Technical specifications required for ”Origin of Species” 
by Mungo Park/Jo Strømgren Kompani (JSK)

This document aims to determine all technical and practical requirements for the show “Origin of Species” presented by Mungo Park/Denmark and Jo Strømgren Kompani/Norway at (VENUE)  on  (DATE) 

It is the responsibility of the organizer to inform the person in charge (stage manager/technician) at the venue about the content of this document.

Mungo Park technical crew will arrive at the venue at 9 am on the day of performance.  All technical equipment provided by the venue must be pre-rigged prior to our arrival. We need access and full right of disposal to the facilities from 9 am to end of get-out.

The venue should provide: 

Stage with performing area: 10m wide x 7 m. deep and 4m high. Stage, sides and flies should be free of other effects at arrival.  A black back curtain is needed approx.  8 m upstage. 6 black side wings should be hung exactly as indicated in the attached stage plan. Please, note the sight lines and pay attention to audience visibility of stage.  No borders or front curtain is required. The floor must be very flat and clean.

The organizer provides 3 stagehands at get-in at 9 am on performance day and 2 stagehands for get-out immediately after the final show. A professional sound and light technician, who knows the venue very well, must be present during get-in and performance. 

According to the light plan (see attached pdf. document), the stage needs to have flybars / lightbooms  as described. Furthermore 3 flybars for sidewings , 1 for black back curtain, and one bar for our own backdrop (bag curtain boom 4).  A boxtruss or grid as an alternative is all right. 
If it is not possible to rig the light and drapes as described, please contact Mungo Park immediately! 

The venue should provide stage plans (pdf. document), list of available light and sound equipment and, if possible, photographs or video of the stage, a.s.a.p.

The light and sound operator will be placed in the centre back of the auditorium. 

A perfect blackout is essential. The room needs to be dark – with the possibility of dimming the audience light at the operators desk. Maximum audience, without any further agreements, is 400.
Dressing rooms with showers and bottled water and fruit for the performers and technicians, if possible with some light food. The wardrobe should be available at least 7 hours before the performance, and 3 hours after the performance. 

The duration of the show is about 1 hour and 10 minutes, without interval. 

There are 3 male performers  1 light technician/operator and 1 sound technician/operator. 
There must be no rehearsals or any other activities on stage from the time we get in until we leave. 
Surtitles: 
It is the responsibility of the organizer to provide a sufficient video projector for the surtitles. Mungo Park brings the programmed translation, computer and an operator.

Projector and screen for surtitles should be pre-rigged at a good position. The exact positioning for surtitles must be discussed prior to our arrival. 
Sound

Mungo Park brings: 

1 x Mac computer with Q-lab license

1 x tour rack: sound mixer Yamaha 01v96, incl. soundcard. 

1  x 40 m  8/4 xlr-xlr  multicable.

2 x Yamaha DSR 112 speakers

2 x Yamaha DSR 118 W speakers

1 x Proel Active Monitor.

1 x Røde NTG2 shotgun Mic. + mic. stand.

 The venue provides: 
Rigging assistance only.
 Light 

Mungo Park brings: 

	1 
	PC + GrandMA 2port Node, 512 channels
	

	10
	Oxo Funstrip LED
	750 W

	1 
	Look Unique Hazer 2.1
	1500 W

	1
	ADB HL1000
	1250 W

	
	All gelatines.
	


The venue provides: 

Min. 24 dimmer channels.

One five pin DMX 512 connection accessible at light desk position.

	6
	PAR 64 (CP 95)
	1000W

	5
	Fresnel 20* –  60 *with barndoors
	650W

	2
	Source 4  jr. zoom  (M size gobo)
	575W


Please note; ALL light units are connected independently to a dimmer channel.  We will soft-patch our light desk when we arrive at venue. We will need a ladder to reach the lights for focussing.
In addition we will need 4 free dimmer channels at floor level. These channels are for light and hazer units, using European standard connection: 1 x 16amp/220v CEE plugs.

 Finally, please note that these Technical Requirements are a part of the Mungo Park/JSK contract. 

If we arrive and the equipment, staff or facilities we have requested are note available, we may not be able perform the show. 

Please, let us know as soon as possible if you have any problem providing anything we ask for. 

MUNGO PARK                                                                                           JO STRØMGREN KOMPANI

/Bjarne Jorgensen 




production manager

cell: + 45 30 82 77 96 

mail: bjarne@mungopark.dk
Any questions regarding light or sound can be forwarded directly to:

Lightdesigner, Jacob Rasmussen, ph. +45 25 33 99 78 or mail: jacob@lysdesign.nu
Sounddesigner, Rasmus Hansen, ph. +45 27 33 92 53 or mail: rasmus713@yahoo.dk
/attachments:

1 stageplan including measurements and sightlines (not to scale)
1 lightplan including symbol legend (not to scale)

Photos

